
ATX-280 Features:

 n 7“ touchscreen LCD display with graphical interface

 n 19 languages supported

 n Built-in database containing 40+ years of vehicle transmission specifications

 n Nearly limitless on-board service record storage

 n Automatic oil flow direction detection

 n Integrated onboard additive tank for precise detergent/oil injection

 n Zero cross contamination process

 n Automatic oil temperature monitoring to start only when optimal 

oil transfer temperatures are reached

 n Interchangeable tank and 10-second new oil tank change out

 n Fast full exchange service times of 2-5 minutes and  

6-10 minutes in "Dipstick" mode

servicesolutions.mahle.com

Transmission fluid exchange

Specifications

Specification ATX-280

Part number 400 80023 00 (400 80022 00 Without Adapters, Unit only)

Adapters Includes standard adapter kit

Controls 7” touch screen LCD display

Dimensions (H x W x D) 47 in x 29 in x 29 in (120 cm x 74 cm x 74 cm)

Fluid tanks / types 25 quarts (23.6 liters) each - both new & used fluids

Hoses 10 ft. (3 m) service hoses, 5 ft. (1.5 m) for draining the waste oil); also includes 5 ft. 
(1.5m) clear, attached to 5 ft. (1.5m) black hose for dipstick mode

Oil pumps 2x variable speed hydraulic oil pumps; 1x 8 lpm, 1x 6 lpm

Operating range 41°F to 122°F (5°C to 50°C)

Power source 110/230 V, 50-60Hz

Process time 2 to 5 minutes

Scale accuracy ±0.03% over usable range

Warranty 1 year parts & labor

Weight 136 lbs. (62 kg)
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Adapters / accessories

Part number Description

1 300 80048 00* ATX standard adapter kit

2 300 80049 00 Deluxe ATX adapter kit (includes many foreign vehicle adapters)

- 300 80129 00 Kit adapter, european - extended

- 300 80052 00 By-pass adapter hose

- 300 80003 00 New/Used ATF Fluid tank - 25 quarts

- 300 80004 00 Additive/Detergent Bottle

- 300 80061 00 ATX flush canister, in-line applications, 14 oz capacity

- 300 80014 00 Adapter hose, straight, connects machine to vehicle

- 300 80015 00 Adapter hose, 90 degrees, connects machine to vehicle

- 300 80076 00* ATX dipstick wand assembly, 5/16" OD

- 300 80077 00* ATX dipstick wand assembly, 1/4" OD

- 300 80112 00* ATX dipstick wand assembly, 3/8" OD

- 000 80097 00 JAGUAR XJ8 (female)

- 000 80098 00 JAGUAR XJ8 (male)

3 000 80105 00 VW / NISSAN (male)

4 000 80106 00 VW / NISSAN (female)

5 000 80117 00 BMW X5 2007-2009 (male)

6 000 80118 00 BMW X5 2007-2009 (female)

7 000 80110 00 ATX adapter kit, Volkswagen / Ford, vehicles with DSG trans
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*Included with ATX-280 unit.


